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- Limites inferiores: linea roja
- Limites superiores: linea azul

Para poder utilizar la polea por el lado izquierdo, segun la vista
"CORTE A-A", es necesario quitar el tubo de la varilla de nivel
de aceite, i sustituirlo por el tubo de extraccién de aceite
flexible que viene con el kit, fijado en uno de los tornillos de la
campana del volante de inercia.

CORTE A-A

Sensor presidn aceite

Elementos limitantes:

- Soporte antigiro de la bomba de agua frontal. é g <8J5)35] KIT BOMBA FRONTAL CON POLEA 1B - M17/29
- Base de los soportes flexibles. £|8-8|%[z|s| FRONT WATER PUMP KIT WITH 1B PULLEY - M17/29
- Sensor de presion de aceite. oo lllel - VATERAL ] ... ACABADO_ . | TRATAMIENTO| PRESENTACION | ESCALA
- Tubo varilla nivel de aceite. 1 i Kl Kl 1.
2] - o [8[=[~] 2BUIADO. [ VERIFICADO [cravo precision | FECHA CREACION | ULTIMA REVISION
= 7| 7] ¥|oscArRV P.IGLESIAS 09/09/2020
* Angulos aproximados §% gg LgL E § SOLE, SA. 13810121
[sNya)




PULLEY SECTION A-A
Anti-rotation bracket

Oil extraction tube

—
PTO belt margins: s
j/

- Lower limits: red lines
- Upper limits: blue line

To be able to use the pulley from the left side, according to the
"SECTION A-A" view, it is necessary to remove the oil
extraction tube, and replace it with the flexible oil extraction
tube that comes with the kit, fixing it in one of the flywheel
housing bolts.

SECTION A-A

Oil pressure sensor

Limitating elements:

- Front water pump anti-rotation support. Elg-8[s|55| KIT BOMBA FRONTAL CON POLEA 1B - M17/29
; Steniblocks plate. <[2-8|%[z|lsl FRONT WATER PUMP KIT WITH 1B PULLEY - M17/29
- Oll pressure sensor. Sl ool VATERAL ... .. ACABADO. [ TRATAMIENTO[ PRESENTACION | ESCALA
- Oll extraction tube. AN G EE i
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